ADVANCED: INDUSTRIAL ROBOTIC SOLUTION

POWERFUL 6-AXIS INDUSTRIAL ROBOT FOR FLEXIBLE AUTOMATION — IDEAL FOR MACHINE
TENDING, PALLETIZING, AND HIGH-CAPACITY PICK & PLACE OPERATIONS.

Pre-programmed for
loading and unloading
tasks

B

Scalable and flexible
for varying production
needs

Simple operation via
intuitive HMl interface

@@

High performance: 70
kg payload and 2100
mm reach
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<

Standard concept
Ready to install

Incorporation
declaration

The ER70B-2100-FCE features a 70 kg payload and a 2100 mm reach, providing unmatched flexibility and
reachin its class. Pre-installed programs allow instant operation, and the system is CE-certified with full

safety guarding.

Its articulated 6-axis arm enables complex movements, multiple orientations, and extended application
potential — all controlled through a user-friendly HMI.


https://www.youtube.com/watch?v=jiyY3FvkEDE

DESCRIPTION OF DELIVERY

ER?70B-2100-FCE robot and floor-mounted base

~

ER?0B-2100-FCE robot and floor-mounted base

Energy cable set with pneumatic feed

Energy cable set with pneumatic feed (axis
3-6)

Fence and safety doors

Safety fence with 2 access doors and reset
function
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Vacuum gripper with mid flange

Vacuum gripper with mid flange

2 pallets station with angle stop

Human machine interface (HMI]

HMI control panel with pre-installed standard
robot programming —

1 position for removal and 1 position for
loading.



OPTIONS
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Long-reach upgrade: ER30B-2700-FCE 2 zone gripper

Possible change of robot for longer reach 2 zone gripper with suited equipment that is needed to
operations. support this 2 zone instead 1 zone.
Tool changers CE certification and on-site technician support

(€

Tool changer unit for making the robot more flexible and We can supply installation and support if needed for the
versitaile to secure the future needs. installation of the robot.
Belt conveyor Reference table

Reference table to make sure that the components is picked
up as an absolute zero.



Roller conveyor

Extra roller conveyor, 1.5 meter pr. unit
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Unit for layer separation in stacking

Stick unit for separation of components in for
example window industry, solid wood etc.



SUPPORTING INFORMATION

Robot Model

Number of Axes

Payload Capacity

Reach

Repeatability

Motion Type

Maximum Workpiece Size
Gripper Type

Mounting

Tool Interface

Control Interface
Programming

Power Supply

Power Consumption
Pneumatics

Safety Features

IP Rating

Ambient Operating Temp.
Certifications

Integration

Example of production setup
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Estun ER70B-2100-FCE

6

70 kg

2100 mm

+0.05 mm

Full 6-axis articulated movement

800 x 1600 x 20 mm (up to 30 kg)

Vacuum gripper — 1 zone (standard)

Floor-mounted base frame

Mid flange with integrated vacuum connections
Touchscreen HMI panel — graphical, no-code environment
Pre-installed standard programs for machine tending & palletizing
400V AC, 3-phase, 50 Hz

Approx. 2.5-3.5 kW (depending on cycle)

Vacuum valve with sensor monitoring (included)

Light curtain, fenced area with door switches and reset
IP54 (robot arm)

5-45°C

Incorporation declaration (CE certification available as option)

Ready for plug & play installation on production floor
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